AMENDMENT NO. 1 JANUARY 2018 


TO 


IS 13360 (PART 3/SEC 4) : 1995 PLASTICS — METHODS OF TESTING 


PART 3 PHYSICAL AND DIMENSIONAL PROPERTIES 
SECTION 4 DETERMINATION OF BULK FACTOR OF MOULDING MATERIALS 


(First cover page, page 1, Designation) — Substitute ‘IS 13360 (Part 3/Sec 4) : 1995/ISO 171: 
1980’ for ‘IS 13360 (Part 3/Sec 4) : 1995’ and all other places, wherever it appears. 


‘IS 13360 (Part 3/Sec 4) : 1995/ ISO 171 : 1980’, wherever it appears in the standard. 


(Second cover page, National Foreword, para 2) — Insert the following after para 2: 


‘In this adopted standard, reference appears to certain International Standards for which Indian 
Standards also exist. The corresponding Indian Standards which are to be substituted in their respective 
places are listed below along with their degree of equivalence for the editions indicated: 


International Standard 


ISO 60 Plastics — 
Determination of apparent 
density of material that can be 
poured from a specified funnel. 


ISO 61 Plastics _ 
Determination of apparent 
density of moulding material 
that cannot be poured from a 
specified funnel 


ISO/ R_ 1183* Plastics — 
Methods for determining the 
density and relative density 
(specific gravity) of plastics 
excluding cellular plastics 


Corresponding Indian Standard 


IS 13360 (Part 3/Sec 2) : 1997 Plastics — 
Methods of testing : Part 3 Physical and 
dimensional properties, Section 2 
Determination of apparent density of 
material that can be poured from a 
specified funnel 


IS 13360 (Part 3/Sec 3) : 1997 Plastics — 
Methods of testing : Part 3 Physical and 
dimensional properties, Section 3 
Determination of apparent density of 
moulding material that cannot be poured 
from a specified funnel 


IS 13360 (Part 3/Sec 10) : 2016 Plastics 
— Methods of testing : Part 3 Physical 
and dimensional properties, Section 10 
Determination of density of non-cellular 
plastics —- Immersion method liquid 
pyknometer method and titration method 


IS 13360 (Part 3/Sec 11) : 2016 Plastics 
— Methods of testing : Part 3 Physical 
and dimensional properties, Section 11 
Determination of density of non-cellular 
plastics — Density gradient column 
method 


IS 13360 (Part 3/Sec 12) : 2016 Plastics 
— Methods of testing : Part 3 Physical 
and dimensional properties, Section 12 
Determination of density of non-cellular 
plastics — Gas pyknometer method 


Degree of Equivalence 


Identical with 
ISO 60 : 1977 


Identical with 
ISO 61 : 1976 


Identical with 
ISO 1183-1 : 2004 


Identical with 
ISO 1183-2 : 2004 


Identical with 
ISO 1183 :3 : 1999 


Amendment No. 1 to IS 13360 (Part 3/Sec 4) : 1995 


The technical committee has reviewed the provisions of the following International Standard referred 
in this adopted standard and has decided that it is acceptable for use in conjunction with this standard: 


International Standard Title 


ISO 554 : 1976 Standard atmospheres for conditioning and/or testing — 
Specifications 


For tropical countries like India, the standard temperature and the relative humidity shall be taken as 27 
+ 2°C and 65 + 5 percent, respectively. 


In reporting the results of a test or analysis made in accordance with this standard, if the final value, 
observed or calculated, is to be rounded off, it shall be done accordance with IS 2 : 1960 ‘Rules for 
rounding off numerical values (revised).’ 


* Since ISO/ R 1183 was published as ISO 1183 : 1987 and further revised as ISO 1183-1 : 2004, ISO 1183-2 : 2004 and 
ISO 1183-3 : 1999. 
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